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| {WILL HAVE }TS MOTOR CHANGED FROM A 3 HP TO A 5 HP BY THE ! s ; 1,
. DIVISION 15 CONTRACTOR. THIS CONTRACTOR WILL BE]| _ 4 ey K
| {[RESPONSIBLE FOR PROVIDING A NEW NEMA 4 DISCONNECT, FREE]| |, N p? ¥ 7.
STANDING ON THE ROOF, AND RECONNECTION OF EXISTING|/ : S S
FEEDER TO NEW MOTOR. THIS CONTRACTOR SHALL AIiSO REPLACE| | BO_OH SCHEDULE L TRR \
FEQUI EXISTING STARTER IN BASEMENT MOTOR CONTROL™ CENTER IN| _‘ . . .
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c-13 SOFT SERVE MACHINE (FROZEN YOGURT) Y ‘ 5 @ Ry
c-14 REFRIGERATOR, REACH-IN o . = >—
C-15 | WORK TABLE i“' hag
C-16 REACH-IN FREEZER IKASIR-21 c
C-17 | TABLE W\CABINET _ ‘ | ! §
c-18 COUNTER TOP FRYER # - - ' ] o= h
- £ - l’-’ ! L) {) - ‘ . : ._c.-
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c-23 REFRIGERATOR, REACH-IN S ¢ o 2 ; LF—E. LF-a_ Te o0 2 g
c-24 | SLICER o @ :0: b
C-25 REFRIGERATED DELI UNIT i HA- R R TKA=3D . ' .
€-26 | HAND SINK - LE-) . t '
€-27 | TABLE W\TWO SINKS ) - : | B 'g :
c-28 | ICE MAKER ' v 9
c-29 WIRE SHELVING UNIT i
c-30 REFRIGERATOR\FREEZER, REACH-IN s
c-31 TABLE W\UNTENSIL DRAWER |
c-32 CONVECTION OVEN 7 7 )
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- CEILING QUTLET FOR LIGHT FIXTURE - -0O- CEILING MOUNTED SPEAKER L b 5 <
| , EXIST. CEILING OUTLET FOR LIGHT FIXTURE TO REMAIN = - + EXISTING CEILING MOUNTED SPEAKER . DR i <
CODED NOTES: - . : _— Y 722 ' EXISTING PANELBOARD LP-1KA TO REMAIN. AFTER. COMPLETION OF DEMOLITION ' - o . T : ' L : . . L L g -
- ' _ S . BAND INSTALLATION OF NEW CIRCUITS, PROVIDE NEW TYPEWRITTEN DIRECTORY. " GENERAL NOTES: : WALL OUTLET FOR LIGHT FIXTURE ! 'Q‘ WALL MOUNTED SPEAKER : . L o< ; 3 Yy K
EXISTING TRACK LIGHTS TO BE REMOVED - TYPICAL. THE CIRCUIT BREAKERS REQUIRED T0 COMPLETE THE WORK INDICATED . ARE AS - ' ' o L : : i |
: FOLLOWS: 24-20A.71P, 1-30A./1P, 1-20A./2P, 3-30A./2P, 1-T0A./2P, AND 3- o ’ LIGHT OUTLET ON -EMERGENCY CIRCUIT ® - FIRE ALARM. BREAKGLASS STATION - | lz b I
EXTSTING DOWH LIGHTS T0 .BE REMOVED - TYPICAL. o 40A./3P. EXISTING HREAKERS MAY BE REUSED. PROVIDE NEW BREAKERS AS WHERE NEW WIRING DEVICES ARE SHOWN AT EXISTING LOCATION, THE CONTRACTOR MAY REUSE ] : . ‘ : — r : o Lz
REQUIRED. IF ADDITIONAL CIRCUITS ARE REQUIRED TO POWER EXISTING DEVICES - EXISTING FLUSH-MOUNTED OUTLET BOX AND EXISTING CONCEALED CONDUIT. SURFACE - ' DYCT TYPE SMOKE DETECTOR ® " ; HU
CONNECT NEV DOWN LIGHT TO EXISTING EMERGENCY CIRCUIT AS INDICATED. NOT TO BE REMOVED, PANELBOARD LP-1K MAY BE USED FOR ADDITIONAL SPACES. MOUNTED OUTLET BOXES SHALL BE REPLACED WITH NEW FLUSH-MOUNTED.BOXES AND SURFACE EX1T LIGHT &b L : : 1 1 = ot |
: _ ' THE T0A./2P AND (2) 40A./3P SHALL BE SHUNT TRIP TYPE CONNECTED TO THE CONDUIT OR RACEWAY SHALL BE REPLACED WITH NEW CONCEALED CONDUIT, EXCEPT AS ) : - S . ! wir]
EXISTING LIGHT FIXTURE TO REMAIN. CLEAN AND RELAMP WITH NEW 150v. R40 - FIRE ALARM SYSTEM TO DISCONNECT POWER TO EQUIPMENT UNDER THE ‘HOOD WHEN OTHERWISE NOTED. : : . FLUQRESCENT LIGHT FIXTURE [0 FIRE ALARM HORN/FLASHING LIGHT ~ - : . < yA < oy
TYPICAL. - THE HOOD EXTINGUISHING SYSTEM IS ACTIVATED. - . : e : _ . : : ’ g % xZ
' : : n . ALL ELECTRICAL OUTLETS SHALL BE LOCATED ON CLEAR WALL SPACES, CLEAR OF ALL EXIST. FLUORESCENT LIGHT FIXTURE HINCRS " FIRE ALARM FLASHING LIGHT ' -@- _ : 3 -
EXISTING RECEPTACLE TO BE REPLACED WITH NEW RECEPTACLE. 23 :531“2 . Sggl-m égn:gg-r ggNI;:II)TT:lI‘:!IIMEELIZ.“ch.{g-Fl-?oa SOFT DRINK DISPENSER | SHELVING, TACKBOARDS, CABINET WORK, ETC. CONTRACTOR SHALL CHECK 'ALL DOOR SWINGS - o L J X : . é ] 7] :;‘
_ AND HE SHALL BE RESPONSIBLE FOR INSTALLING ALL ROOM LIGHT SWITCHES ASSOCIATED e _ . ‘ AUTOMAT D ' , z
EXISTING SPEAKER TO BE REPLACED WITH NEV SPEAKER. 24 EXISTING CLOCK 0 REMALN. WITH DOORS ON THE STRIEE SIDE OF ALL DOORS REGARDLESS OF THR INDICATION OH THE DUPLEX CONVENIENCE QQTLET {BOT. 16 ATF'E')' R = {UTOMATIC HEAT DETECTOR .IE y ' » )
EXISTING PHONE TO BE BEMOVED AND RELOCATRD. ELECTRICAL DRAWINGS. OUTLETS NOT COMPLYING WITH THE ABOVE SHALL BE RELOCATED ) | | . - ' : | a
- ? 25  2010'S & 1410 GRD. IN 3/4"C. AT THE CONTRACTOR'S EXPENSE. ' EX15T. DUPLEX CONVENIENCE OUTLET R _PANELBOARD OR TERMINAL CABINET _— Q - 3 bidrd |
NEW LOCATION OF EXISTING PHONE, , _ . _ ! ' ' . Ql 1£ 0O Ol
: _ 26 4B8'S & 1HL0 GRD. IN 17C. THE EQUIPMENT INSULATED GROUNDING CONDUCTORS ARE INCLUDED IN THE NUMBER OF ELECTRICAL OUTLET IN FLOOR ' ® EXIST. PANELBOARD OR TERMINAL CABINET S Pk I B 2]
EXISTING PHONE OUTLET TO BE REMOVED. ) ' 27 384'S & 188 GRD. IN 1-1/4%C. CONDUCTORS SHOWN ON THE FLOOR PLAN. THE DIVISION 16 CONTRACTOR SHALL PROVIDE . : ' ’ o i o Ol
: EQUIPMENT GROUNDING CONDUCTORS IN ALL FEEDERS TO GROUND BUS IN PANELBOARDS AND Y " ' DISCONNECT SWITCH ; < T : - -
EXISTING LIGHT FIXTURE TO BE RELOCATED AS INDICATED. EXTEND CIRCUITRY WEATHERPROOF QUTLET (BOT. 16" A.F.F.) w.P. . . _ )
AS REQUIRED. i . 28 QUTLET FOR POWER TO SERVICE COUNTER. . IN ALL CIRCUITS TD EQUIPMENT AND RECEPTACLES. . v ) _ . . @: . . ‘ J I 8Z
- : . N - . . x
EXISTING LIGHT FIXTURE TO BE REMOVED AND RELOCATED. 29 PROVIDE SEPARATE GROUND FOR EACH CASH REGISTER. ALL DUPLEX RECEPTACLES LOCATED WITHIN 6-FT. OF A SINK SHALL BE GFI TYPE. WALL OUTLET (208V., 1-PH.) (BOT. 16" A.F.F.) =2 , @ (‘] L2 @
_ _ T . —" .
NEW LOCATION OF EXISTING DOWN LIGHT. 30  CONNECT TO DEEP FRYER AS REQUIRED. ROUGHING-IN SHOWN FOR FOOD SERVICE EQUIPMENT IS FOR BID PURPOSES ONLY. TELEPHONE OUTLET IN WALL (BOT. 16" A.F.F.) v BOTTOM OF DEVICE {IN INCHES A.F.F.) _@ ] ‘
_ - . - ELECTRICAL FONTRACTOR SHALL PROVIDE ROUGHING-IN IN ACCORDANCE WITH SHOP DRAWINGS - : - . : e : . - - 1 Wl
EXISTING DIMMERS TO REMAIN.  RECIRCUIT AS REQUIRED TO ACCOMMODATE 1 CONNECT TO GRIDDLE AS REQUIRED. PROVIDED BY, EQUIPMENT CONTRACTOR OR BY OBSERVATION OF EXISTING EQUIPMENT. EXIST. TELEPHONE OUTLET IN WALL 7 SEE NOTE 1 THIS SHEET . TS
REVISED CONTROL INDICATED ON THE DRAWINGS. - 92  POR EXACT LOCATION OF ALL LIGHTING FINTURES. SEE ARCHITECTURAL REFLECTED ELECTRICAL CONTRACTOR SHALL MAKE FINAL CONNECTIONS TO FQUIPMENT AND SHALL PROVIDE : . ' T w
r .
EXISTING LIGHT SWITCH TO REMAIN. CEILING PLANS. RECEPTACLES AS REQUIRED TO SUIT PLUGS FURNISHED VITH EACH ITEM OF FOOD SERVICE. WALL SWITCHES (BOT. 44" A.F.F.) . EQUIPMENT NOTE : _O o ‘E
: . , o
EXISTING LIGHT FIXTURES TO PE REPLACED WITH NEV FIXTURES AS INDICATED. + 33 EXISTING DISPOSER TO BE REMOVED. EXTEND ELECTRICAL TO NEW DISPOSER AS ALL EXIST:!‘BG ELECTRICAL CONNECTIONS AND DEVICES NOT SPECIFICALLY INDICATED TO ) . o 2 U E
: | REQUIRED. REMAIN SHALL BE REMOVED. AN ATTEMPT HAS BEEN MADE TO INDICATE ALL EXISTING SINGLE POLE , $ GENERAL ABBREVIATIONS , _ g
EXISTING HEAT DETECTOR TO REMAIN - TYPICAL. . LIGHTING, BUT NOT EXISTING POWER CONNECTIGNS. IT IS THE RESPONSIBILITY OF THE . - | TO BE REMOVEP R =~ N\ R
. 34 EXISTING HOOD CONTROLS TO REMAIN. _ CONTRACTOR TO SURVEY THE SITE TO DETERMINE THE TOTAL SCOPE OF THE WORK. EXISTING SINGLE POLE S $ C. -] §
NEW THREE-WAY SWITCH. , . . ; _
- 35  NEW SUPERVISED SPRINKLER VALVE. EXTEND WIRE AND CONDUIT INTO LOBBY - SR : - 4
- ' . ‘ ELECTRICAL CONTRACTOR SHALL REMOVE ALL ELECTRICAL CONNECTIONS TO EQUIPMENT. THREE-WAY - : ) V. pr S
‘;ﬁ?}’éﬁfﬂé”"”"’““‘ VIRE, IN EXISTING CONDVIT AS REQUIRED FOR 3-WAY ADJACENT TO COLUMN G7/26 FOR EXTENSION BY OTHERS EKIA9ING EXPORED CIRCUITS ROY 10 E REUSED SHALL AR BEMOVED. BRISTIHG CONCEALED HR $§ | ] E’_O—O s
: 36 NEW SPRINKLER FLOW SWITCH. EXTEND WIRE AND CONDUIT INTO LOBBY ADJACENT CIRCUITS NOT TO BE REUSED SHALL BE ABANDONED AFTER CONDUCTORS ARE REMOVED. EXISTING THREE-WAY ‘ _ & JUNCTION BOX J.B. l" C Y, ) “
EXISTING TIME CLOCK TO REMAIN. TO COLUMN G7/26 FOR EXTENSION BY OTHERS. L _ . - 3 ; i . B—X: H
: _ WHERE ANY EXISTING OUTLET (ELECTRIC, TELEPHONE, FIRE ALARM, T.V., ETC.)} IS NOTED _ o ‘ : L " Y ..
EXISTING MOTORIZED DIMMER CONTROLLERS TO REMAIN. REVISE DIMMER CONTROL . 37 NEW CEILING MOUNTED SPEAKER. CONNECT TO EXISTING SPEAKER CIRCUIT BAS OR REQUIRED TO BE REMOVED, THE ELECTRIG NTRACTOR SHALL CONNECT CONDUIT, PULL DIMMER SWITCH : . @ : FIRE ALARM .. L XY : YO 4 O ® > oL
50 THAT EXISTING RECESSED INCANDESCENT FIXTURES NORTH OF COLUMN LINE J- REQUIRED. IN NEW CONDUCTORS AND RECONNECT AS REGUIBED FOR FEED-THRU OF CIRCUITS TO ENSURE v , } | o | —8 —6 81§ =
1/2 ARE CONTROLLED FROM EXISTING DIMMER CONTROL F. L o _ . rea : o A o
/ - EXISTING CEILING SPEAKER TO BE REMOVED. ALL CIRCUITS DOWNSTREAM FROM REMOVED O T WILL REMAIN OPERATIONAL EXISTING DIMMER SWITCH Dy ‘TELEPHONE TERMINAL CABINET _ - T.C.C. 7 (W »
EXISTING PANELBOARD LP-1K TO REMAIN. AFTER COMPLETION OF DEMOLITION AND _ - | :
: 39°  EXISTING MASTER SVITCH TG RENAIN. ELECTRICAL CONTRACTOR SHALL LOCATE ALL ELECTRICAL EQUIPMENT AS REQUIRED TO ENSURE _ L. : S A.F.F.
INSTALLATION OF NEV CIRCUITS, PROVIDE NEW TYPEWRITTEN DIRECTORY ' S _ L ] MINIMUM CLEARANCES ARE PROVIDED IN ACCORDANCE WITH N.E.C. THERMAL OVERLOAD 0.L ABOVE FINISHED FLOOR ) S ‘ _—
40 EXTEND EXISTING HOOD CIRCUIT AS REQUIRED FOR RELOCATION OF HOOD. : o CROUND FAULT INTERRUPTER 7 ) - , }

CLOCK - SINGLE FACE

- - 41 EXTEND CIRCUIT WIRES FROM HOOD EXTINGUISHING SYSTEM TO J-BOX ADJACENT TO
COLUMN LINE G7/26 FOR EXTENSION BY OTHERS. PROVIDE CONNECTION TO SHUNT . CLOCK - DOUBLE FACE

TRIP RREAKERS TO DISCONNECT POWER UNDER THE HOOD ON ACTIVATION OCF HOOD . . R
EXTINGUISHING SYSTEM.
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