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FIRE PROTECTION LEGEND

EF P

EXISTING FIRE PRGTECTION MAIN

NEW FIRE PRbTECTION MAIN

EXISTING SPRINKLER BRANCH PIPING

NEW SPRINKLER BRANCH PIPING

EXISTING PIPING TO BE REMOVED

ELBOW UP

ELBOW DOWN

ELBOW SIDE

TEE UP

TEE DOWN

TEE SIDE

SUPERVISED VALVE

INSPECTOR'S TEST VALVE

FLOW SWITCH

SPRINKLER HEAD (PENDENT)

EXISTING SPRINkLER HEAD

HYDRAULIC CALCULATION REFERENCE POINT

'FIRE PROTECTION — DEMOLITION & NEW WORK

SCALE:1/4%1'0"

GENERAL NOTES:

FIRE PROTECTION

1.

2‘

10.

11.

PIPING IN ROOMS WITH SUSPENDED CEILINGS SHALL BE ABOVE CEILING UNLESS

OTHERWISE NOTED.

LOCATIONS OF PIPING AND EQUIPMENT ARE APPROXIMATE AND SUBJECT T0 MINOR
ADJUSTMENTS IN THE FIELD. DO NOT SCALE THE DRAWINGS.

ALL OFFSETS IN PIPING ARE NOT NECESSARILY SHOWN. PROVIDE ADDITIONAL

OFFSETS WHERE NECESSARY.

COORDINATE WITH HVAC, PLUMBING AND ELECTRICAL EQUIPMENT TO AVOID
INTERFERENCES WITH NEW OR EXISTING PIPING, DUCTS AND CONDUIT.

INSTALL PIPING AND EQUIPMENT IN ACCORDANCE WITH MANUFACTURER'S INSTALLATION
INSTRUCTIONS.

SEAL AIRTIGHT AROUND ALL PIPING PENETRATIONS THROUGH WALLS AND FLOORS,
CENTER SPRINKLER HEADS IN SUSPENDED CEILINGS.

PROVIDE DRAINS AT LOW POINTS PER NFPA-13.

USE - MANUFACTURED FITTINGS OR MECHANICAL TEES, °ELLS, ETC
SPECIFICATIONS). WELDOLETS, SIMILAR WELDED CONNECTIONS AND WELDED PIPING
ARE NOT ACCEPTABLE.

PITCH ALL SPRINKLER PIPING BACK TO MAIN. IF PIPING CANNOT BE PITCHED TO
MAIN, PROVIDE AUXILIARY DRAINS AT LOW POINTS..

PROVIDE GUARDS ON ALL HEADS INSTALLED 8'-0" OR LESS ABOVE THE FLOOR IN
MECHANICAL STORAGE AREAS. '

(SEE

10

11
12
13
14
15

CODED NOTES: DRAWING FP-1

REMOVE EXISTING SPRINKLER HEAD AND PIPING.

18" X 18" ACCESS PANEL IN CEILING BY GENERAL CONTRACTOR.
EXISTING RANGE HOOD FIRE PROTECTION SYSTEM TO REMAIN.
NEW SEMI-RECESSED SPRINKLER HEAD iTYPICAL). SEE SPECS.
INSTALL NEW FIRE PROTECTICN PIPING ABOVE EXISTING CEILING.
REMOVE EXISTING PIPING (TYPICAL).

CONNECT TO EXISTING 4" FIRE PROTECTION LINE ABOVE EXISTING CEILING (FIELD |
VERIFY LOCATION). 7 ' '

REMOVE EXISTING FIRE PROTECTION PIPING TO THIS POINT AND CAP.
EXISTING 4" FIRE PROTECTION RISER UP TO REMAIN.

INSTALL INSPECTOR'S TEST CONNECTION ABOVE CEILING.
ON WALL TO EXISTING MOP BASIN. '

PIPE 1" DRAIN LINE DOWN I
REMOVE EXISTING FIRE PROTECTION PIPING TO THIS POINT AND CONNECT NEW.
CONNECT TO EXISTING FIRE PROTECTION LINE ABOVE EXISTING CEILING. -

SUPERVISED VALVE.

FLOW SWITCH.

REMOVE EXISTING SUPERVISED VALVE AND FLOW SWITCH.

JAN 3 1 0
TR -

'RECORD DRAWINGS DA

These record drawings have been prepared, in part, on the
basis of information compiled and furnished by others. Tha -
Engincer will not be responsible for any errors or omis-
sions which have beca incorpurated into this document as
" A result. . : : -

“ STAGGS & FISHER CONSULTING ENGINEERS, NC.
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