. DEMOLITION TAG NOTES
1. Remove metal railing.

. 2. Removal of built-in combination paper display, snack display
and cold drink display cabinet, as directed by Owner.

3. Remove all metal frame and wire glass storefront, including
doors. Provide protection to  existing suspended ceiling
system (to be reused) and concrete ceolumns. Minimize damage
to exist-ing terrazzo floor-where frames—are attached and
where metal frame butts up to adjacent storefront frane.

4. Remove VCT flooring, scraping as needed to provide smooth
surface for new floor.

5. Remove susgpended ceiling systems. Not for reuse.

6. Equipment to be removed by Owner prior to comnstruction.
7. Equipment to be moved by K.E.C. and stored for reuse.
to dumpster provide by

8. Eguipment to be removed by G.C.
Oowner.

9. Equipment to be moved by HVAC Contractor, as indicated on
Mechanical Plans and Renovated Floor Plans - Sheet A-2.

10. Remove door and metal frame. Door hardware to be removed,
cleaned and stored for reuse on new door. Care should be
taken to protect concrete block and plaster walls when
metal frame is removed. New metal frame will be put back
in existing opening.

11. Remove door, metal frame and metal threshold. Care should
be taken to protect surrounding concrete block and plaster
walls. '

12. Steam-off existing vinyl wall covering from columns,
washing off any remaining adhesives to provide clean
substrate.

13. Steam off existing vinyl wall covering from walls, washing
off any remaining adhesives to provide clean surface.

14. Remove skid-proof covering over terrazzo flooring as located
‘ in Service Area. _

c15. Disconnection of existing 2-cbmpartment sink and'disposal

by Plumbing Contractor. Existing 2-compartment sink

to be removed and stored by Owner for futu;e reuse.

16. Saw cut opening in Masonry wall, 2'6%W x 4'6"H m.o.to provide
access into Mechanical chase. Brace and shore as needed to

protect remaining wall area prior to installing metal stud

wall with 16g channel on top.

n Masonry wall to provide for new 3'0"W x
Brace and shore as needed to
tallation of steel.

17. Saw cut opening 1
7'0"H door and metal frame. ¢ :
protect remaining wall area prior to 1ims
angles. See Detail C/A—-6 on Sheet A-6.

' 18. Remove existing laminate splash panels. Take care not to
damage the surrounding wall surfaces, as these shall be

replaced.

19. When Grill Stand is moved, review with Architect whether

to remove stainless steel wall shield.
20. Existing equipment to be disconnected, removed and disposed
of by G.C. as per Owner's Instructions.

21. Concealed Spline Tile Ceiling System: Existing c¢old-rolled

channels to be removed as shown to access ceiling area for
Flectrical/Mechanical demolition and new Work..ahll removed
pieces to be marked and stored for replacement in same
location. Additional ceiling tiles may need to be removed
in additional areas of work where suspended channgl-system
is remaining in place. Care should be taken to minimize
damage to removed ceiling elements as well as;elementg
remaining in place. Tile should be removed with the intent

to reuse.
' 22. Front Entry Wall Location - Exact dimensi?ns and location to
be confirmed by General Contractor on adjacent Front Entry

Lobby. Coordinate installation of new wall_with demolition
requirements of Coffee Shop through U K Design and Construc—

tion.

GENERAL DEMOLITION NOTES

Refer to Electrical and Mechanical Drawings for additional
Demolition Requirements.

Unless otherwise indicated, all existing Dining Room tables,

chairs and mobile or portable Kitchen Equipment shall be removed .

and/or disposed of by Owner.

Regu}ar removal of materials scheduled for demolition and other
debris shall be the General Contractor's responsibility and
performed as directed by the Owner's Representative.

Limitation of Contract will require careful coordination with
General Contractor for adjacent Front Entry Lobby renovation
projgc?. Where existing suspended ceiling meets new metal stud
partition wall, temporary support will be needed for edges prior
to erection of new perimeter entry wall.

Provide construction barracade along Limits of Contract.
To be constructed of 8'0" plywood with plastic above to ceiling.

EquiPment and supplies scheduled for reuse to be stored
on-site within perimeter of Limits of Contract.

Work shall cover all work as shown on this Drawings and to in-
clude any work required to meet the intention of work on the
other Drawings. :
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CONSTRUCTION PATH
KEY NOTES

A Main public entry to Chandler
Medical Center from Rose Street.
Not for construction access.

E Coffee Shop Location

C Elevator to use for construction
access to Coffee Shop and for
Demolition removal. May not be
used from 8-10 A.M.

D Construction dumpster - located
as shown by Main Receiving Dock.

To be furnished by Owner.

. B Toilet facilities — Use to be
confirmed by Owner.

F Main Loading Dock
G Front Entry Lobby Renovation Project
H Limited Access through Front Lobby

Renovation Project needs to be

FIRST —FLOOE
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coordinated with Contract Administrationf
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L EGENIO To SYMBOLD

EXISTING WALL o OTHER
ComaSTRUCTION T BE REMOVED

EXISTING WALL o oTHEE
CoMETRUCT oM T REMAIN

LIMIT of ComMTRACT

AREAS UHERE EXiSTING

CEILING 5 o BE TEMPRPRARILT
PEMOVED  FOR EL.E'C-/ FivAC AccESS
(SEE TAe MNOTES)

RECORD DRAWINGS

»:/31/90

These record drawlngs have been

prepared, In part, on the basis
. of information compiled and
furnished by cthers. The
Architect will not be

responsible for any errors or
omissions which have been
incorporated intoc this document
as B result.
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