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o PARTITION TYPE 61 (NIC) — MEANS NOT IN CONTRACT. ITEM TO BE PROVIDED
A G P , -1, ,  1'-0" GENERAL NOTES: BY OWNER AND INSTALLED BY OWNER.
o At GA Gauge PART Partition . s . .
AB Anchor Bolt GALV Galvanized PART BD  Particle Board 77 . 6 ]ﬂfj ,Pv 1-1 " 14_‘!"_,'J’_,‘ G2 DO NOT SCALE DRAWINGS. WRITTEN DIMENSIONS
& And GB Grab Bar PASS Passage 'I 1 1 P1 0'-0" INDICATES HEIGHT OF PARTTION. TAKE PRECEDENCE OVER SCALED DIMENSIONS.
A/C Air Conditioning GEN Generator PC Precast ; T ) \ - I P F NO DIM. NOTED, WALL TO EXTEND SHOULD DISCREPANCY OCCUR CONTACT ARCH.
ACOUS Acoustical GF CMU  Ground Face Conc. Mas. Unit P/C Poured Concrete : : ; BURRERIEE BT | FULL HEIGHT TO UNDERSIDE OF METAL DECK. IMMEDIATELY FOR CLARIFICATION.
ACT Actual Gl Galvanized Iron PERF Perforated =' ! { . . \
ADA Americans with Disabilities GFI Ground Foult Interrupt PERIM Perimeter \ : :  EAE A H,\* P2 ﬁ%ﬁ%ﬁﬁg&gﬁ@&w 'gAé-L e [Al— G3 ES?EQHE% »EN(%QR?%'PmsFOR DIMENSIONS
Act _ GL Glass, Glazing PERP Perpendicular ‘ N B - . ... | s Q)
ADJ Adjust, Adjustable GLUE LAM  Glue—Laminated PF CMU Prefaced Conc. Mas. Unit 3 ¢ 3 . P3  ALL INTERIOR PARTITIONS ARE WALL TYPE 1] G4 ALL CONCEALED WOOD BLOCKING, NAILERS AND : bo
ADH Adhesive . GND Ground PH Phase g § - -° 4 ‘ \ UNLESS INDICATED OTHERWISE PLYWOOD SHALL BE FIRE—RETARDANT TREATED m
AFF Above Finish Floor GR Grade PLAM Plastic Laminate : - { - S ' (F.RT.) WHERE BLOCKING IS INDICATED OR REQ'D. Q==
AGG Aggregate GST Glazed Structural Tile PLAS Plaster : ] : S 1l ALL WALLS EXTEND TO BOTTOM OF ROOF OR FLOCR WITHIN' THE BUILDING ENVELOPE. w—
AHU Air Handling Unit GYP Gypsum i . : - - DECK UNLESS NOTED OTHERWISE.
UM i s oo g:;’z‘ot{"gg WOOD TRIM, INTERIOR ARCHITECTURAL WOODWORK,
ANCH Anchor POL Boiahed FACE BRICK/ PROVIDE SPECIFIED PREFABRICATED DRAINAGE FACE BRICK/ PROVIDE SPECIFIED ON NON-RATED WALLS OMIT (1) LAYER OF GYP. 4" CASEWORK AND MILLWORK IS NOT REQUIRED TO (D) U
AP Access Panel H POLY CARB  Polycarbonate Sheet GALV. METAL BRICK TES AT 16 COMPOSITE / 1 1/2° RIGID INSUL. CALV. METAL BRICK TIES 167 ABOVE CLG. EXTEND (1) LAYER OF GYP. & SOUND BE FRT. J
APPROX  Approximate g High PREFAB Prefabricated HORIZ. AND 16" 0.C. VERT./AR / BENTONTE WATERPROOFING / HORIZ. AND 16" O.C. VERT./ 8 BATTS TO DECK. PROVDE HORZ. “Z" FURRING, INSUL. G5 REFER TO STRUCTURAL DRAWINGS FOR TYPES, SIZE, et
ASSY Assembly HARD Hordened PRE FIN Prefinished INFILTRATION BARRIER/ 5/8 POURED CONC. (SEE STRUCTURAL) (NOM.) CMU.  FILL CMU CELLS & SUPPORTS @ 24 0.C. VERT. LOCATION, CONNECTIONS, REINFORCEMENT AND >~
AUTO Automatic HB Hose Bib PROJ Project, Projected GYPSUM SHEATHING/ 6 MIL. WITH LOOSE- FILL INSULATION. OTHER REQUIREMENTS PERTAINING TO STRUCTURAL Q_ )
HC Hollow Core PR Pair STUDS AT 16” 0.C./ 6" FACED B P4 PARTITION TYPES ARE DESIGNATED ON SHEETS COMPONENTS  INDICATED. 3
B e oricme ?B gepct“ gho sure T B‘ot?é o UL/ 5/8 GIPSIM A1 AND A2 66 REFER TO STRUCTURAL DRAWING FOR LINTEL SCHD QS
HC Handica ont, rressure Irea BOARD INDICATES 5/8" GYP. BD. 6” :
BD Board HDR Header pPed PVC Polyvinyl Chloride ABOVE FIN /CLG ON 1 1/2° P5 INTERIOR PARTITION TYPES ARE IDENTIFIED BY NUMBER M =
BTWN Between HDWE Hardware PVMT Pavement A R 4 c AND EXTERIOR WALL ASSEMBLY TYPES BY LETTER. G7 VERIFY REQUIRED DEPTH OF ALL RECESSED SLABS
; MTL. HAT FURRING AT 16" 0.C.
BEV Beveled HD WD Hardwood PWG Polished Wire Glass ON INTERIOR FACE OF WALL WITH APPROPRIATE MANUFACTURER PRIOR TO
BT Bituminous HEX Hexagonal +/- Plus or Minus —~SEE NOTE P—16 THIS SHEET P6 AT CONDITIONS WHERE MORE THAN ONE WALL TYPE IS PLACEMENT OF SLAB. o7 0] E
BLK Block HT Height INDICATED (L.E. [1]3]4] ) REFER TO REFERENCED cC
Blocki Q B |* SECTIONS, ELEVATIONS AND DETAILS FOR CLARIFICATION. G8 ALL CHANGES IN FLOOR FINISHES SHALL OCCUR AT —
BLKG ocking HOL Hollow DOOR THRESHOLDS — TYPICAL
BM Beam, Bench Mark HM Hollow Metal Qr Quarry Tile ' -c
8.0 Bottom of HORIZ Horizontal P7  PROVIDE AND INSTALL SPECIFIED CLOSURES BETWEEN _ )
BOT or BTM  Bottom P bower DECK FLUTES, MASONRY AND/OR DRYWALL G AT ALL BELOW GRADE RETAINING WALL BUILDING CONDITIONS. o
Bt ot U Roofing e Horse R PARTITIONS TO ACHIEVE FULL AND COMPLETE PROVDE WATER PROOFING & PROTECTION BOARD. -
" . , CLOSURE OF ALL VOIDS AT TOP OF WALLS INDICATED on.cC
HTR Heater R Riser, Radius : T0 EXTEND FULL HEIGHT
C HW Hot Water, Hard White R or RAD  Rodius . 8 g 7 ' (g
RCP Reinforced Concrete Pipe 4 i P8  PARTITION TYPES SHALL MAINTAIN THEIR RESPECTIVE
CAB Cabinet ' RD Roof Drain Wi SEPARATION RATING (IF ANY) FOR FULL HEIGHT. ALL SY M BO LS 8‘ g
8 Catch Basin, Chalkboard o REBAR Reinforcing Bar i Y : MECH., ELEC. AND PLUMBING PENETRATIONS SHALL BE L
c/c Center to Center iD Inside Diometer RECIRC Recirculate 4 : SEALED / SAFED / DAMPERED AS REQUIRED TO (S @ ]
(Same meaning as OC) IF Inside Face REF Reference, Refer SOUND ATTN. INSUL ”q H COMPLY WITH APPLICABLE CODES.
CEM Cement INCL included REFR Refrigerator AT TOLET WALLS <) 3 ROOM NUMBER U 48
CER Ceramic INSUL Insulation REINF Reinforce, Reinforced, AND WHERE NOTED .‘ g P9 REFER TO SPECIFIED FIRESTOPPING MEASURES Q_
CF Cubic Feet INT Interior Reinforcing ," — : REQUIRED AT ALL RATED WALL ASSEMBLIES AND @ DOOR NUMBER
CFl Contractor Furnished and INV Invert REQ'D Required ’ 4 AS FOLLOWS:
Installed RET Retaining, Return <) X}— WALL TYPE
CHAN Channel RESIL Resilient !"‘g PROVIDE THE FOLLOWING CLOSURE MATERIALS AT
cl Cast Iron J RH Right Hand, Round Head G HAL TOP OF INTERIOR MASONRY AND METAL STUD A WINDOW TYPE
: JST Joist ROW or R/W Right of Way 5/8" GYP. BD. EACH SIDE/ 5/8" GYP. BD. ONE SIDE/ 5/8" GYP. BD. EACH SIDE/ STUDS © 16" G.C. TO 6" ABOVE @ TOILET ACCESSORY
CLG Ceiling JT Joint 3 5/8" MIL. STUDS AT 16” 3 5/8" ML STUDS AT 16" 0.C,/ 6 MIL. STUDS @ 16°0.C./ AN. OLG. o (0)  FULL-HEIGHT NON—RATED WALLS: w
gtgs g:oset S 0.C. / SOUND ATIN. INSUL. INSUL. CLIPS AS REQ'D. @ SOUND ATTN. INSUL. SEE NOTE P16 THIS SHEET FILL VOIDS WITH BATT INSULATION. REFLECTED CEILING KEY NOTE L]
ear INSULATED CONDITIONS. - -
CMU Concrete Masonry Unit K : - _ ~SEE NOTE P-16 THIS SHEET (b) RATED FULL HEIGHT WALLS: ~ o
ry SC Solid Core SEE NOTE P-16 THIS SHEET S—
oL Column KB Kentucky Building Code SCHD Schedule 2 FILL VOIDS WITH FIRE SAFING AND INSTALL ELEVATION MARK ‘)
CONC Concrete g SecT Section BACKER ROD AND FIRE RATED SEALANT Z —
COND gongz;on’t Condenser’ SEP Seporote, Seporotion —SEE NOTE P—lﬁ TH‘S SHEH ON EACH S'DE OF WN.L. COLUMN UNE ]DENT'F'CAT]ON m z
on sate i
CONST  Construction * Square Feet, Spiit Face WALL TYPE 2 W/ 6" MTL (c) FULL HEIGHT UNRATED SPECIFIC : Q
b L SHEATH  Sheathing : USE SEPARATION PARTITIONS: L
CONT Continuous L angle, Long SHT Sheet STUDS IN LIEU OF 3 5/8 FILL VOIDS WITH INSULATION AND INSTALL — =
CONTR Contractor & SIM Similar MTL STUDS. o FEC FIRE EXTINGUISHER IN SEMI-RECESSED  —
CORRUG  Corrugated LA Laminate BACKER ROD AND SEALANT ON EACH CABINET, SEE V/A-9 - =
CR Cold Roled ' Light Fixture, Linear Feet Soh Spacel) 1 2 3 4 SIDE OF WALL. ' ' O oz
. LH Left Hand A
€6 Cosing LLV Long Leg Vertical SPEC Specifications P10 ALL DIMENSIONS ARE TO FACE OF STUDS, MASONRY, O FE FIRE EXTINGUISHER ON WALL 0 <C
CTSK Countersin Lo Location SPM Single—ply Membrane OR TO CENTERLINE OF STRUCTURAL STEEL. MOUNTED BRACKE'. : = o
Cu Cubic " Lot 5Q Squdre . UNLESS NOTED OTHERWISE MOUNT TOP OF HANDLE AT 54" AFF
cuLv Culvert . CTWT Liohtweight sS Stainless Steel L 0" e PR - ' > N
W Cold Water, Clockwise STA Station N - -l P11 REFER TO DETALS FOR TYPICAL STUD DETAIL OR ENLARGED PLAN w
; e M ?TE gtonad ord % 6 ”\g” W L 72 1% PARTITION INTERSECTION REQUIREMENTS. o <Z(
eel ’[ 7 . ’H
D AS Masonry STOR Storage - — — T P12 REFER TO WALL SECTIONS AND MISCELLANEOUS EXTERIOR OR INTERIOR ELEVATIONS Z .
MATL Material STRUCT  Structural ; | Lo . : DETAILS FOR WALL TRANSITIONS ABOVE ADJACENT o
DBL Double MAX Moximum SUSP Suspended oy g ROOF LEVELS — LE: BRICK LEDGES, AND = =L
DEP Depressed MB Marker Board SYMM Symmetrical _ X N /, ) WALL TYPE TRANSITIONS. |_
DET Dqtoi! . MC Miscellaneous Channel : \L///) N ’ |\ : PARTIAL SECTION OR DETAILS < o
OF Drinking Fountain MDO Medium Density Overlay (7 / %/* P13 PROVIDE SPECIFIED BRICK CAVITY VENTS AT 48" O.C., = Z
g:,:‘ gfametgr MECH Mechanical T l;/ A | l NI STAGGERED WITH WEEP LOCATIONS AT BASE OF WALL a
imension , o T Tread, Thick :; @ \ T I | L ABOVE GRADE AND AT TOP OF WALL CAVITIES TO —
M , Med N _ R IN
DN Down vED e, Medicine T8 Tackboard &l \ (/) i ALLOW FOR PROPER VENTING OF WALLS. WALL OR BUILDING SECTION % <
; v
o Soapapoct MFR Manufacturer e Top of Cub - waton e E N o2 By __34__51 0a o2
MH Manhole ' . . P14 CONTRACTOR SHALL INSTITUTE ALL MEASURES
an . 08 Turned Down Siab v . 5/8" GYP. BD. (BOTH SIDES)/ FACE BRICK / PROVIDE SPECIFIED 8" Cmu / N 10 ACHIEVE THERTIGHTNESS OF — N PARTIT TION; <
. MIN Minimum, Minute 5/8" “TYPE X" GYP. BD A » ECESSARY WEA -
DWG(S) Drawing(s) : TEL Telephone - ou 6" MTL STUDS/ SOUND ATIN. GALV. METAL BRICK TES 16 EXTERIOR WALLS BY ALLOWING POSITIVE DRAINAGE FS1=1 HR RATED FIRE SEPARATION WALL
MISC Miscellaneous . . EACH SIDE / 3 5/8" MIL. » SAND FILL AT ELEVATOR MACHINE FO =UNRATED SPECIFIC USE SEPARATION WALL
ML & P Metal Lath and Ploster TFE Top of Footing Elevation STUDS AT 16" 0C. / SOUND INSUL./ AR SPACE/ HORIZ. AND 167 OC VERTICAL/ ROOM AND MECHANICAL ROOMS. OF WATER TO THE EXTERIOR WHERE FLASHING IS
MT Mount THK Thick, Thickness ' GALV. BRICK TIES AT 16" ° SPRINKLER HEAD - SEE FIRE PROTECTION
EA Each ‘ . MTD Mounted THRESH Threshold HORIZ. AND 16" 0.C. VERT. (o) KEEP ALL CAVITIES FREE OF MORTAR.
EIFS Exterior Insulation and Finish System e Mounting T.0. Top of (UL DESIGN U419 OR U465) S) SPEAKER — SEE ELECTRICAL
EJ Expansion Joint MULL Mullion TOC Top of Concrete WALL TO EXTEND TIGHT TO DECK (b) AT BRICK VENEER AND METAL STUD WALL
EL or ELEV  Elevation TOIL Toilet OR RATED CLG. ASSEMBLY ABOVE ASSEMBLIES, PROVIDE THRU-WALL FLASHING | MOTION DETECTOR — SEE ELECTRICAL
ELEC Electric, Electrical 70S Top of Steel ; : - 5 AS INDICATED IN THE DRAWINGS. APPLY W/ Q| W g
EMER Emergency TS Tack Strip, ADHESVE FLASHING BEHIND SHEATHING ON _ a 3
ENT Entrance N/A Not Applicable Tow Top of Wall ~SEE NOTE P-16 THIS SHEET -SEE NOTE P-16 THIS SHEET WALL TYPE 7 W/ FACE BRICK WALL TYPE 8 W/ 7/8° WMIL. HAT MECHANICALLY FASTEN FLASHING TO STUDS N
£EQ Equal NET Means Exact Dimension TP Typical EACH SIDE. / PROVIDE SPEC. FURRING AT 16" 0.C. / 5/8" WITHIN AREA 4 INCHES ABOVE BOTTOM OF ® SMOKE DETECTOR — SEE ELECTRICAL ) )
EQUV Equivalent Rm“."e% X GALV. METAL BRICK TIES. (P.BD. TO 6" ABOVE FIN. CLG.. FLASHING. DO NOT PENETRATE, PUNCTURE OR - — e}
ESMT Easement NIC Not in Contract « OTHERWISE PREVENT FLASHING FROM DIRECTNG FIRE ALARM SIGNAL DEVICE - SEE ELEC Q[ y
EW Each Way NO. or #  Number U 7 AL MOISTURE TO EXTERIOR FACE OF WALL. Y K
EWC Electric Water Cooler NOM Nominal UG Underaround KEEP ALL SPACE FREE OF MORTAR. ® EXIT LIGHT — SEE ELECTRICAL =
EXIST Existing NTS Not to Scale oL Underariters. Laborato CLARIFICATION:  METAL FURRING % L
EXP Exponsion UNFIN Unﬁnish;d o AND GYP. BD. IS ON ONE SIDE OF (C) PROVIDE WEEPS ON TOP OF THRU-WALL (o] ACCENT LIGHTING - SEE ELECTRICAL l-t'_j
EXT Exterior 0 UNO Unless Noted Otherwise CMU ONLY. FLASHING OUT TO FACE OF VENEER AT 48" 0.C. i
oc on Center HORIZONTAL STAGGERED WITH CAVITY VENTS AND ) 2x2 LUGHT FIXTURE — SEE ELECTRICAL — I
F -enter DO NOT ALLOW THEM TO BECOME CLOSED-OFF. — N
FAB Fabricate > Quiside Diometer V o I 2x4 LIGHT FIXTURE — SEE ELECTRICAL A |9
FC Fire Code ) ; VAC v v
, OF Owner Furnished and acuum (d) TOOL ALL MORTAR JOINTS AT THE PROPER TIME
iy Floor Drin atateg e v Vapor Barrier T0 CONSOLIDATE THE SURFACE AND REDUCE x4 LIGHT FIXTURE ~ SEE ELECTRICAL A N 91z
oundation _ : veT Vinyl Composition Tile H— WATER INFILTRATION. CHAIN HUNG rh
FE Fire Extinquisher OF-Cl 8wnter iumIIShidl] d VERT Ver{icol po : DIMS. NOTED —e— gx4 LIGHT FIKTURE - SEE ELECTRICAL (D @ a
FEC Fire Extinguisher & Cabinet OH Overhed VIF Verify in Field s e P15 REFER TO ROOM FINISH SCHD FOR BASE CONDITION. < .
FFE Finished Floor Elevation OPNG Opening T0 INTERIOR & & & TRACK LIGHTING — SEE ELECTRICAL S
FH Flat Heod opp 0 FACE OF P16 PROVIDE METAL STUD BRACING AS REQ'D. TO COMPLY 8
FIN Finish, Finished Oppos w FINISH GYP. WITH BUILDING CODE REQUIREMENTS REGARDING SEISMIC X3 3] INDIRECT STRIP LIGHTING - SEE ELEC § M
FL Floor W Wide BD. PERFORMANCE CRITERIA LISTED ON THE COVER SHEET z |z
E@“ 2:::;;9 WWF Welded Wire Fabric " MIL STUD KICKERS AT 48" 0.C. ) RADIANT HEAT PANEL — SEE MECHAMICAL (@) I e
. A S
FURR Fooind X 6" MTL. STUDS AT 16" 0.C./ BATTS AT 3 5/8" METAL STUDS AND 6" BATTS AT 6 =
iy F':Jeld \g/erify X By 6" SOUND ATT. INSUL. METAL STUDS. ez CONT SOFFIT VENT W/ INSECT SCREEN n ‘j
[ J
v P18 ZRS}"?S, LsEoTUND AEE:«%T%N%AT% A&;%ht ;YPE — HVAC STRIP SUPPLY — SEE MECHANICAL r @ 9
ACOUST. WALL. (STC 52) SEAL ALL ROOMS 120, 121, 222, :
YD Yord PENETRATIONS. u%_fongg ‘;‘Iﬁ"g‘%‘gg i’;scg#&q'%" IS REQUIRED AT HVAC SUPPLY - SEE MECHANICAL el I
9 i} Z e
P19 OMIT SOUND ATTENUATION INSULATION FROM WALL TYPE HVAC RETURN — SEE MECHANICAL 2
-SEE NOTE P-16 THIS SHEET 1 AT ROOMS 107, 110, AND 113, L 8
-4
P20 AT FIRST FLOOR, ROOMS 109, 112, 119, EXTEND WALL 04 g
TYPE 1 TO DECK ABOVE, OMIT ONE (1) LAYER OF < S
GYPSUM 4" ABOVE CEILING, EXTEND SOUND 0
ATTENUATION INSULATION WITH HORIZONTAL 2" FURRING NOTE: a |8
INSULATION SUPPORTS TO DECK. ALL OTHER NON- INFORMATION SHOWN ON THIS SHEET
RATED METAL STUD WALLS AT FIRST FLOOR TO STOP 6" OFFI AR gN y
ABOVE HIGHEST ADJACENT CEILING, WITH BRACING AS IS OFFICE STANDARD AND ALL MA
RECOMMENDED BY MANUFACTURER. NOT BE USED IN THIS PROJECT. JOB NO. 0044
DATE  FEBRUARY 01, 2001
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